
证书编号：2021322315004188

认证委托人名称及地址
爱敦（上海）电伴热技术有限公司
上海市浦东新区耀华路 488号 1501室

生产者名称及地址
爱敦公司

德国布尔巴赫 Ernst-Heinkel-Str. 6-10, 57299

生产企业名称及地址
爱敦公司

德国布尔巴赫 Ernst-Heinkel-Str. 6-10, 57299

产品名称和系列、型号、规格
温度传感器
ELTF-PTEx

产品标准和技术要求
GB/T 3836.1-2021、GB/T 3836.3-2021、GB/T 3836.31-2021 

上述产品符合《强制性产品认证实施规则 防爆电气》
(CNCA-C23-01:2024)的要求，特发此证。

发证日期:2026年 08月 04日 有效期至:2031年 08月 03日

首次发证日期:2021年 08月 12日
认证模式:型式试验+初始工厂检查+获证后监督



CERTIFICATE NO.: 2021322315004188

NAME AND ADDRESS OF THE APPLICANT

Eltherm (Shanghai) Company Limited

Room1501, No.488 Yaohua Road Pudong New Area, Shanghai China

NAME AND ADDRESS OF THE MANUFACTURER

eltherm production GmbH

Ernst-Heinkel-Str. 6-10, 57299 Burbach, Germany

NAME AND ADDRESS OF THE FACTORY

eltherm production GmbH

Ernst-Heinkel-Str. 6-10, 57299 Burbach, Germany

NAME, SERIES, MODEL AND SPECIFICATION

Trmperature Sensor

ELTF-PTEx

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS

GB/T 3836.1-2021、GB/T 3836.3-2021、GB/T 3836.31-2021 

This is to certify that the above-mentioned product(s)complies with the requirements of 

implementation rules for compulsory certification (CNCA-C23-01:2024).

Issue date:2026-08-04 Valid until:2031-08-03

Date of initial issue:2021-08-12

Type of Certification: Type test + Initial inspection + Surveillance inspection

The certificate details and validity can be verified by scanning the QR code below or logging into the 

issuing authority’s official website. It can also be inquired on the CNCA website (www.cnca.gov.cn).

(In case of dispute, the Chinese text shall prevail.)
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产品名称：

温度传感器

型号规格：

ELTF-PTEx a

a 代表不同的保护管设计，可为：

1, 低机械保护，单测温电阻；2,高机械保护，单测温电阻； 3,低机械保护，

双测温电阻； 4高机械保护，双测温电阻

防爆标志：

Ex eb ⅡC T6…T2 Gb, Ex tb ⅢC T* Db

电气参数：

最高测量电压：T6、T5,1.3V；T4,1.5V；T3、T2,1.7V；

最高测量电流：10mA

温度传感器：Pt100

相关报告编号：

2023S17402-011674，2021S17402-005677

使用条件：

特殊（限制）使用条件：

1）使用工作温度：-45℃～+235℃

最高允许工作温度：

T6,不超过 80℃；T5,不超过 95℃；T4,不超过 130℃；T3,不超过 195℃；T2,不

超过 235℃；

2）温度传感器的自由电缆端的连接必须在潜在爆炸性环境之外或在接线箱中

进行，接线箱应根据 GB/T3836.1进行认证。

3）各温度组别对应的最高允许工作温度比 GB/T3836.1中规定的最高表面温度

低 5K（同时使用两个测温电阻，应当低 10K）。

4）传感器电缆应固定，并采用机械保护措施，防止电缆受到拉力或扭转。
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5）ELTF-PTEx.1和 ELTF-PTEx.3仅能承受低能量机械冲击，安装使用时应适

当采取机械保护措施。
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