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SUPPLEMENT 
ASSEMBLY INSTRUCTIONS

Assembly aid for Assembling 
Ex-Con-22/4 Si and Ex-Con-25/7 cable joint

Description
The assembly aid is designed to securely position the crimp connectors in order to simplify the connection of trace heaters.  
In addition, it features pre-cut edges to ensure the required lengths are maintained when assembling the trace heaters.

Procedure in accordance with QAA-059

To ensure that the outer jacket is removed to the correct length, use the notch (35). To trim the inner conductor to the  
correct length, use the notch (32) for trace heaters with a conductor diameter < 1 mm and the notch (23) for trace heaters with 
a conductor diameter ≥ 1 mm. To determine the required length of exposed strands based on the conductor diameter, use the 
corresponding notches (9, 18) on the cutting aid (1).
Be sure to follow QAA-059 for detailed instructions on the procedure!

Remove the insulation from the trace heater

1. Cutting aid

2. Positioning aid  
    for crimp connectors

3. Cable guide

4. Cable fastening

5. Ruler
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Insert and secure the crimp connector and 
the trace heater
After the trace heaters have been stripped to the required 
lengths and prepared in accordance with instruction manual 
QAA-059, the trace heaters and the crimp connector are  
secured to the mounting aid.

Insert the pre-assembled trace heaters into the crimp  
connector from both sides. 
Adjustment is performed using the cable guide (3).

Crimp the connector properly (refer to QAA-059, section 11).

Next, unlock the cable fastening (4) by applying light pressure 
to the locking mechanism. 
The connection can now be removed.

Crimp the connector and remove the  
connection

Place the crimp connector into the positioning aid (2) 
and press it down until it snaps into place in the holder.

After the crimp connector snaps into place, fold the tab 
downwards.

Click!

Next, fold down the cable fastening (4) and 
press it down until it locks into place to hold the trace heaters 
in position.

Press

You can also find the instructions for this supplement on 
our website. 
Visit our download section.

Press
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