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1' t  Addi t ion to
EC-TYPE EXAMINATION CERTIFICATE |BExUO4ATEX1 004 X

(Translation)

Equipment: Temperature sensor

a)Types corresponding to lBExUO4ATEX1004 X:
ELTF-PTEx.'1 and ELTF-PTEx.2

ELTF-PTEx.3 and ELTF-PTEx.4

eltherm Elektrowärmetechnik GmbH

Ernst-Heinkel-Straße 6 - 10
57299 Burbach
GERMANY

Additions/Mod ifications

The Additions/Modifications to the equipment mentioned under [2] compared to the already certi-
f ied equipment concern in detai l :

a) The completed temperature sensors contain 2 measuring resistances and a 6-wire connection
cable.

b) The Temperature sensors correspond also to the requirements of standards series EN 60079-0
and EN 61241-0.
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b) Added types:

Manufacturer:

Address:

Tvpes:

ELTF-PTEx.1

ELTF-PTEx.2

ELTF-PTEx.3

ELTF-PTEx.4

Mater ia l  1 .4571,  50  mm x@ 5 mm
with 1 piece Pt100 (four-conductor)

Mater ial  1.4301, 47 mmx 6 mm x 6 mm
with 1 pieces Pt100 (four-conductor)
(with protection hanger and fastening hole A 4 mm)

Mater ial  1.4571, 50 mm x @ 5 mm
with 2 pieces Pt100 (three-conductor)

Mater ial  1.4301, 47 mm x 6 mm x 6 mm
with 2 pieces Pt100 (three-conductor)
(with protection hanger and fastening hole A 4 mm)
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All other parameters are unchanged.

Test report

The proof of explosion protection for the Additions mentioned under [5] is recorded in the test report
l8-08-3-125 of 17tn July 2008. The test documents are part of the test report and listed there.

Test result

IBExU certifies that the equipment mentioned under [2] fulfils the Essential Health and Safety Re-
quirements given in Annex ll of the Directive 94l9lEC in compliance with EN 60079-0:2006,
EN 60079-7:2007, EN 61241-0:2006 and EN 61241-1:2004.
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IBExU Institut für Sicherheitstechnik GmbH
An-lnstitut der TU Bergakademie Freiberg

The equipment mentioned under [2] fulfils the requirements of explosion protection for equipment of
Group ll, Category 2G, type of protection Increased safety. Furthermore the requirements for equip-
ment of the Group ll, Category 2D, type of protection Protection by enclosures, are fulfil led.

The marking of the equipment mentioned under [2]  shal l  include the fol lowing:

@ t t zc  Ex  e  l l T6  . . .  T2

@ u zo Ex tD A21 tP65 TX

t8l Special conditions
- The operating temperatures maximum permissible forthe respective temperature class are 5 K

respectively at simultaneous use of two measuring resistances 10 K lower than the maximum
surface temoeratures mentioned under clause 5.3.2.2 in the EN 60079-0.

- The cable has to be laid protected and installed tightly.
- In accordance with EN 60079:0 the Temperature sensors ELTF-PTEx.1 and ELTF-PTEx.3

must be installed and operated mechanically protected according to the low level of mechanical
danger.

This Addition is only valid in combination with the EC-Type Examination Certificate lBExUO4ATEX1004 X of
16'n Februarv 2004.

IBExU lnst i tut  für Sicherheitstechnik GmbH
Fuchsmühlenweg 7 - 09599 Freiberg, GERMANY
I +49 (0)3731 3805-0 - tr +49 (0)3731 23650

Authorised for certifications
-Explosion protection-

By order

Freiberg, 17th July 2008

k(
Certificates without signature
and seal are not val id.
Certificates may only be dupli-
cated completely and un-
changed. In case of dispute, the
German text shall prevail.
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